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EXECUTION

Specifier’s Note:  Edit highlighted items in the paragraphs below as needed for the specific project.
3.1 INSTALLATION
A. All work described in this section shall be installed, wired, circuit tested and calibrated by factory certified technicians qualified for this work and in the regular employment of the Intelligent Building Management System manufacturer or its factory authorized installing contracting field office (representative).  The installing office shall have a minimum of five years of installation experience with the manufacturer and shall provide documentation in submittal package verifying longevity of the installing company's relationship with the manufacturer.  Supervision, calibration and checkout of the system shall be by the employees of the local factory authorized temperature control contracting field office (branch or representative).
B. Install system and materials in accordance with manufacturer’s instructions, and as detailed on the project drawing set.
C. Drawings of Intelligent Building Management Systems are diagrammatic only and any apparatus not shown, such as relays, accessories, etc., but required to make the system operative to the complete satisfaction of the Architect shall be furnished and installed without additional cost. 
D. Line and low voltage electrical connections to control equipment shown specified or shown on the control diagrams shall be furnished and installed by the IBMS sub-contractor in accordance with these specifications.
E. Equipment furnished by the HVAC Contractor that is normally wired before installation shall be furnished completely wired.  Control wiring normally performed in the field will be furnished and installed by the IBMS sub-contractor.
F. All control devices mounted on the face of control panels shall be clearly identified as to function and system served with permanently engraved phenolic labels.
3.2 WIRING
A. All electrical control wiring and power wiring to the control panels shall be the responsibility of the IBMS contractor. 
B. The Electrical Contractor (Div. 16) shall furnish all power wiring to electrical starters and motors.  
C. The structured cabling (I/P level) infrastructure wiring including all I/P wiring, switches, hubs, fiber optic cable and interfaces shall be provided by the Structured Cabling or Low Voltage Sub-contractor.  The Structured cabling sub-contractor shall provide an I/P level switch/communications port within no more than 10m from any IBMS control panel located within a mechanical plant room.
D. All wiring shall be in accordance with the Project Electrical Specifications (Division 16), the National Electrical Code and any applicable local codes.  All IBMS wiring shall be installed in the conduit types specified in the Project Electrical Specifications (Division 16) unless otherwise allowed by the National Electrical Code or applicable local codes.  Where IBMS plenum rated cable wiring is allowed it shall be run parallel to or at right angles to the structure, properly supported and installed in a neat and workmanlike manner.
3.3 WARRANTY 
A. Equipment, materials and workmanship incorporated into the work shall be warranted for a period of one year from the time of system acceptance.  Manufacturer shall provide a warranty for all provided IBMS equipment of 5 years1 year to the original owner of the IBMS system through the Manufacturer’s authorized installing contractor.
B. Within this period, upon notice by the Owner, any defects in the IBMS due to faulty materials, methods of installation or workmanship shall be promptly (within 48 hours after receipt of notice) repaired or replaced by the IBMS sub-contractor at no expense to the Owner 
3.4 WARRANTY ACCESS
A. The Owner shall grant to the IBMS sub-contractor, reasonable access to the IBMS during the warranty period.  The owner shall allow the contractor to access the IBMS from a remote location for the purpose of diagnostics and troubleshooting, via the Internet, during the warranty period.
3.5 ACCEPTANCE TESTING
A. Upon completion of the installation, the IBMS sub-contractor shall load all system software and start-up the system.  The IBMS sub-contractor shall perform all necessary calibration, testing and de-bugging and perform all required operational checks to insureensure that the system is functioning in full accordance with these specifications.
B. The IBMS sub-contractor shall perform tests to verify proper performance of components, routines, and points.  Repeat tests until proper performance results.  This testing shall include a point-by-point log to validate 100% of the input and output points of the DDC system operation.
C. Upon completion of the performance tests described above, repeat these tests, point by point as described in the validation log above in presence of Owner's Representative, as required. Properly schedule these tests so testing is complete at a time directed by the Owner's Representative.  Do not delay tests so as to prevent delay of occupancy permits or building occupancy.
D. System Acceptance: Satisfactory completion is when the IBMS sub-contractor has performed successfully all the required testing to show performance compliance with the requirements of the Contract Documents to the satisfaction of the Owner’s Representative.  System acceptance shall be contingent upon completion and review of all corrected deficiencies.
3.6 OPERATOR INSTRUCTION, TRAINING
A. During system commissioning and at such time acceptable performance of the IBMS hardware and software has been established, the IBMS sub-contractor shall provide on-site operator instruction to the owner's operating personnel.   Operator instruction shall be done during normal working hours and shall be performed by a competent representative familiar with the system hardware, software and accessories.
B. The IBMS sub-contractor shall provide 40 hours of instruction to the owner's designated personnel on the operation of the IBMS and describe its intended use with respect to the programmed functions specified.   Operator orientation of the IBMS shall include, but not be limited to; the overall operation program, equipment functions (both individually and as part of the total integrated system), commands, systems generation, advisories, and appropriate operator intervention required in responding to the System's operation.
C. The training shall be in three sessions as follows:
1. Initial Training: One day session (8 hours) after system is started up and at least one week before first acceptance test.   Manual shall have been submitted at least two weeks prior to training so that the owners' personnel can start to familiarize themselves with the system before classroom instruction begins.
2. First Follow-Up Training: Two days (16 hours total) approximately two weeks after initial training, and before Formal Acceptance.   These sessions will deal with more advanced topics and answer questions.
3. Warranty Follow Up: Two days (16 hours total) in no less than 4 hour increments, to be scheduled at the request of the owner during the one year warranty period.   These sessions shall cover topics as requested by the owner such as; how to add additional points, create and gather data for trends, graphic screen generation or modification of control routines.
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